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Aging and degradation of bridge structural components due to corrosion and scour create severe 
safety issues in the structural system and can lead to possible bridge failures. Collecting and 
analyzing inspection data provide a way to monitor and assess the safety condition of bridges. 
This paper proposes a framework to utilize collected inspection data to assess the condition of a 
bridge through updating both component- and system-level fragility curves of the bridge. 
Particularly, collected data such as mass loss of reinforcement and depth of scour hole are 
utilized to update the mechanical properties of structural members in the finite element model. 
Fragility curves are then updated through performing a series of nonlinear time analyses based 
on the inspection data. As bridges age, they are susceptible to increasing corrosion and scour. 
This study investigates the performance of bridges considering the combined effect of 
reinforcement corrosion and foundation scour under extreme loadings such as seismic events to 
assess bridge resilience. Fragility results quantify increases in the probabilities of damage and 




During the life cycle of reinforced concrete (RC) highway bridges, multiple forms of aging and 
deterioration mechanisms may take place and impact the functionality of the bridge system. 
These mechanisms include the result of environmental stressors such as corrosion attack and 
water-induced erosion of the soil near the foundation system of bridge piles resulting in scour. 
Several previous studies focus on assessing the individual effects of these processes on the 
seismic performance of the bridges. For example, Choe et al. (2009) investigate the reduction of 
capacity of RC bridge columns due to corrosion and Ghosh and Padgett (2012) evaluate the 
impact of corrosion on bridge fragility considering multiple component deterioration and 
exposure conditions. Wang et al. (2014) investigate the impact of local scour on seismic fragility 
of bridges considering various foundation system types. Corrosion and scour are prevalent across 
bridges, and can act simultaneously to affect the performance of bridges, particularly in marine 
environments. However, there is relatively limited previous research studying the combined 
effect of corrosion and bridge scour on bridge fragility.
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 This paper presents a framework that utilizes bridge inspection data to assess bridge safety 
through constructing bridge fragility curves. In particular, bridge inspection data includes mass 
loss of reinforcement in the bridge column due to corrosion attack as well as bridge scour depth 
due to sustained erosion and after flooding events. 
 
2. Mechanism and Modeling of Deterioration 
 
2.1 Corrosion Effect  
 The effect of corrosion on the RC column is mainly manifested through degrading the 
mechanical properties of the reinforcement as well as cracking of the concrete cover due to 
expansion of corrosion products. Particularly, corrosion attack on reinforcement can be captured 
by modifying the geometric and constitutive behaviour of longitudinal reinforcement (Kashani, 
et al., 2015). Cracking of the concrete cover can be modeled by modifying the constitutive 
behaviour of unconfined concrete according to modified compression field theory (Vecchio and 
Collins, 1986). Details of the modeling of the effect of corrosion on bridge performance can be 
found in Zhang et al. (2019).  
 
2.2 Scour Effect 
Due to the erosive action of flowing water, material is carried away from the bed and banks of a 
stream, leading to scour. The total depth of scour consists of three components: long-term 
aggradation or degradation, contraction scour, and local scour. For bridges located in stream 
beds, due to the obstruction of the water flow by the bridge foundation system, local flow 
velocity and turbulence levels increase, giving rise to vortices that can remove sediment and 
create a scour hole around foundation system of the structure (May, et al., 2002). This paper 
focuses on the effect of local scour on bridges as it has been reported to significantly increase the 
seismic fragility of bridges (Wang et al., 2014). 
 The modeling of the soil-structure interaction (SSI) in this study uses the dynamic p-y 
method. Details regarding this method can be found in Boulanger, et al. (1999). The foundation 
pile is modeled as a beam on a nonlinear Winkler foundation where lateral SSI is captured by a 
p-y spring, and vertical axial friction and tip bearing capacity is captured by a t-z spring and q-z 
spring, respectively. This study considers a bridge located in sand and follows the 
recommendation provided by the American Petroleum Institute to calculate ultimate bearing 
capacity for sand. The p-y relationship is shown in Eqn. 1 below. 
 
                                                                     𝑃 = 𝐴𝑃𝑢 tanh [
𝑘𝐻
𝐴𝑃𝑢
𝑦]                                                          (1)  
 
𝑃 is lateral soil resistance at any depth 𝐻, 𝐴 is a modification factor that accounts for static or 
cyclic loading (0.9 in this case), 𝑃𝑢 is ultimate bearing capacity at depth 𝐻, 𝑦 is lateral deflection, 
and 𝑘 is initial modulus of sub-grade reaction. The dynamic p-y method can account for the 
dynamic effect of SSI while maintaining reasonable computational times for probabilistic 
analyses (Wang et al., 2014). In this study, local scour is modeled by including both removal of 
the nonlinear spring along the pile as well as modifying the properties of the remaining soil due 
to the effects of stress history (Lin et al., 2010) and scour hole dimension (Lin et al., 2014).  
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3. Bridge Description and Site Conditions  
 
The bridge selected for this study is a single-bent concrete box-girder bridge with integral pier, 
one of the most common bridge types in California (Mackie and Stojadinovic, 2003). A Type I 
pile shaft foundation is used in this bridge type, and the length of the embedded pile shaft is 
assumed to be 1.75 times the length of the column above grade (Wang et al., 2014). Figure 1 
shows the layout of the single-frame box-girder concrete bridge. To obtain results comparable 
with those from previous studies, dimensions are chosen consistent with those from previous 
work. Table 1 summarizes the main dimensions of the two bridges considered for this selected 
bridge type. Further details of this bridge can be found in Mackie and Stojadinovic (2003). 
Uniformly graded fine sand found at the Mustang Island site is used for this study. Properties of 
the sand are provided in Table 2.  
 
  
(a)  (b) 
Fig. 1. (a) Longitudinal view and (b) transverse view of single-frame box-girder concrete bridge 
 
Table 1 Dimensions of single-bent box-girder bridge 
Single-bent box-
girder bridge 
Span Length (L), 
ft. 
Column Height (H),  
ft. 
Column diameter (Dc), 
in. 
Short-span 60.0 24.6 63.0 
Medium-span 120.0 32.8 79.0 
 















28.5 66.2 70 (Depth ≤ 3m) 
90 (Depth ≥ 3m) 
1.0 0.598 2.65 
 
4. Fragility Assessment  
 
In this section, bridge fragility considering the combined effect of corrosion and scour is 
assessed. First, the numerical model is built in the finite-element software OpenSees (McKenna 
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et al., 1997). For the sub-structure, the column is modeled using a single force-based element, 
and the pile foundation using multiple distribution plasticity elements with a fiber section 
consisting of a uniaxial constitutive model for concrete and steel. The super-structure is modeled 
using elastic beam-column elements. Figure 2 shows the 3D-view of the OpenSees bridge model, 
while Table 3 shows the dynamic properties of the short-span and medium-span bridge. 
 
 Table 3 Dynamic properties of bridges 
  
Unit: sec. 1st period 2nd period 3rd period 
Short-span 
bridge 
0.700 0.459 0.347 
Medium-span 
bridge 
0.916 0.527 0.499 
 
Fig. 2. 3D-view of bridge in OpenSees  
 
Next, analytical fragility curves are computed through running a series of nonlinear time history 
analyses on deterministic bridges. Similar analyses can be conducted sampling from probabilistic 
bridge properties. Ground motions are selected from the assembled set in Baker et al. (2011). 
The level of corrosion is indicated by the percentage of measured mass loss of reinforcement. 
The amount of scour is indicated by the measured scour depth around the bridge pier. The 
engineering demand parameter selected to quantify the structural damage of the bridge column is 
the maximum curvature. The column fragility is expressed as the probability of exceeding some 
damage state for a specific intensity measure. This can be expressed as a function of parameters 
of the capacity and demand variables assuming both of them following a lognormal distribution 
as shown in Eqn. (2).   





)                                                                     (2) 
 
𝛷(∙) is the standard normal cumulative distribution function. 𝑆𝑑 and 𝑆𝑐 are the median 
parameters for the demand and capacity distributions, respectively, and 𝜉𝑑 and 𝜉𝑐 are the 
lognormal standard deviation of the demand and capacity distributions, respectively. This paper 
presents results for the most severe damage state, collapse, defined as 20% reduction of column 
capacity. Figure 3 shows the resulting column fragility curves for the collapse damage state. 
Fragilities are calculated as a function of peak ground acceleration (PGA). Comparing across the 
cases considered, Figure 3 shows that the failure probability is higher for the short-span bridge at 
low corrosion levels, and becomes similar to that of the medium-span bridge at higher corrosion 
levels particularly at lower scour depths. Considering the combined effects of corrosion and 
scour, the effect of corrosion is more pronounced for bridges with less scour because higher 
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Fig. 3 Column fragility curves varying corrosion and scour levels for (a) short-span and (b) medium-span bridge 
 
Moving from column fragility to system fragility, Figure 4 shows the bridge system fragility for 
the collapse damage state. System fragility curves are constructed accounting for the structural 
responses of individual bridge components, e.g., column curvature and deck displacement, by 
comparing the joint probability density functions of demand and capacity. The bridge system 
failure probability is computed assuming the bridge to be a series system composed of each 
bridge component as shown in Eqn. 3.  
 




Fig. 4 System fragility curves varying corrosion and scour levels for (a) short-span and (b) medium-span bridge 
 
For this bridge type, the system fragility curves are governed by the failure mode of unseating of 
the bridge deck with an increase of approximately 15% in the failure probability for 9m 
compared to 0m scour depth. In terms of system failure probability, the medium-span bridge is 
more vulnerable than the short-span bridge with higher failure probabilities given a loading 
intensity. This is due to the fact that the longer column contributes to larger deck displacement 
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The paper presents a framework to assess the safety condition of bridges based on collected 
inspection data on corrosion and scour, including measurements of mass loss of reinforcement 
and scour depth. Safety is evaluated as a probability of exceeding an undesired damage state 
under a future loading. The framework accounts for the degrading mechanical effects on 
reinforcement and concrete cover from corrosion and the loss of soil and effects of soil stress 
history and scour hole dimension under scour. To implement this framework, single-bent box-
girder bridges with two geometric configurations are selected.  
The results show that 15% mass loss due to corrosion increases failure probability of the 
bridge column by as much as 40% for both geometries. The medium-span bridge is more 
vulnerable at a system level at different scour hole depths due to the more slender column, with 
an increase in system failure probability of 15% for both geometries for a 9m compared to 0m 
scour hole. The effects of corrosion are more pronounced for bridges with less scour. The 
analysis framework presented in this paper enables updating of bridge fragility assessment under 
varying levels of measured corrosion and scour. In assessing the safety of bridges across a 
transportation network, such assessments enable identification of the most vulnerable bridges 
and prioritization of resources for repair or retrofit. This will decrease the vulnerability of 
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